
PRODUCT GUARANTEE:
FIXTURES MANUFACTURED BY LUSIVE DÉCOR ARE GUARANTEED AGAINST MANUFACUTURER’S MECHANICAL AND 
ELECTRICAL DEFECTS FOR A PERIOD OF FIVE (5) YEARS FROM DATE OF SHIPMENT.

SEALED FINISHES, WHEN PROPERLY MAINTAINED ARE GUARANTEED FOR A PERIOD OF (2) YEARS FROM DATE OF 
SHIPMENT.

TO PLACE A CLAIM, PLEASE CONTACT LUSIVE DÉCOR DIRECTLY.
ONCE A CLAIM IS ONCE A CLAIM IS AUTHORIZED, PRODUCTS FOUND DEFECTIVE WILL BE REPLACED OR REPAIRED AT LUSIVE DÉCOR’S 
DISCRETION. PRODUCT GUARANTEE IS LIMITED TO REPAIR OR REPLACEMENT OF ACTUAL FIXTURES.

MAINTENANCE OF FINISHES:
PAINTED FINISHES, PLATED FINISHES AND METAL FINISHES WITH A CLEAR LACQUER TOPCOAT SHALL BE MAINTAINED 
AS FOLLOWS:

FIXTURES SHALL BE CLEANED USING A SOFT, NON-SCRATCHING CLOTH. CLOTH CAN BE DAMPENED IN PLAIN WATER OR 
A MILD, NON-CORROSIVE, NON-ABRASIVE SOAP AND WATER SOLUTION.

UNFINISHEUNFINISHED, UN-SEALED OR NATURALLY AGING FINISHES CAN BE CLEANED PER ABOVE. CLEANING OR USE OF ABRA-
SIVES CAN CHANGE THE APPEARANCE OF THESE FINISHES.

USE CARE WHEN CLEANING NEAR WIRE, SOCKETS, OR OTHER ELECTRICAL COMPONENTS TO INSURE THAT THEY 
REMAIN DRY AND FREE OF MOISTURE. FIXTURES SHOULD BE TURNED OFF AND DISCONNECTED FROM POWER SUPPLY 
BEFORE BEING CLEANED TO PREVENT ELECTRICAL SHOCK.

ACRYLIC AND RESIN LENSES CAN BE CLEANED USING THE CLEANING SOLUTIONS NOTED ABOVE. GLASS CLEANERS 
SHOULD BE USED ON GLASS ONLY. BEFORE CLEANING, FIRST REMOVE LENS FROM THE FIXTURE TO PREVENT OVER-
SPRAY ONTO ADJACENT METAL FINISHES.

FIXTURE CLEANING SHOULD BE DONE ON AN “AS NEEDED” BASIS AND NO LESS THAN ONCE ANNUALLY.
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